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AREA OF APPLICATION
codex Pure Energy is a powerful, alkaline intensive cleaner 
with high cleaning power especially for heavily soiled tile and 
porcelain stoneware coverings. Effortlessly removes con­
struction dirt, grease, oil, nicotine, wax, stubborn dirt or 
residues of previously used cleaning agents. Optimum result 
due to self-active, enzyme-free micro-splitting, even on 
porous and fine-rough surfaces.
codex Pure Energy gives your tiled a new shine and leaves 
no irritating residue on the covering due to its surfactant-free, 
silicone-free formulation.

SUITABLE ON PRODUCT BENEFITS/FEATURES
Tile coveringsu

Vitrified tilesu

High cleaning effectu

Highly soluble in wax, oil, grease and dirtu

Short reaction timeu

Dissolves old cleaning and care product residuesu

Free of surfactants, fragrances and dyesu

Alkalineu

pH-Value: 14 (concentrate)u

TECHNICAL SPECIFICATIONS
Pack type bottle
Pack size 1 l
Shelf life 36 months
Color transparent
Mixing ratio pure up to 1:5 with water
pH-value 14 (concentrate)

Powerful tile cleaner with high cleaning performance for removing heavy soiling
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SUBSTRATE PREPARATION
Given the large range of different substrates, it is always 
necessary to check that the cleaner is appropriate. If re­
quired, a small test area should always be cleaned before 
starting work. Thoroughly sweep the floorings and remove 
any loose dirt.
Follow the cleaning instructions of the covering manufactur­
er.
If necessary, protect surfaces/objects from unintentional 
contact with the cleaning solution by covering or masking 
them.

PROCESSING

codex Pure Xtasy is ideally suited for routine maintenance 
cleaning of tile and vitrified stoneware coverings.

IMPORTANT NOTES

PROTECTION OF THE WORKPLACE AND ENVIRONMENT
DANGER. Contains: Potassium hydroxide. Causes severe 
skin burns and eye damage. May be corrosive to metals. 
Keep out of reach of children. Wear protective gloves / eye 
protection. IF SWALLOWED: Rinse mouth. Do NOT induce 
vomiting. IF ON SKIN (or hair): Take off immediately all con­
taminated clothing. Rinse skin with water [or shower]. IF IN 
EYES: Rinse cautiously with water for several minutes. Re­
move contact lenses, if present and easy to do. Continue 
rinsing. Immediately call a POISON CENTER/doctor. Ob­
serve safety information on product label as well as safety 
data sheet.

DISPOSAL
Small amounts may be diluted with plenty of water and 
washed away. Dispose of bigger amounts and leftovers 
should be in accordance with local, state or national legisla­
tion.

1. Shake codex Pure Energy before use. Add pure or up to 
200 ml per litre of water, depending on soiling.

2. Apply the cleaning solution and let it work for approx. 5 
minutes.

3. Treat the covering mechanically by brushing or with the 
codex Powerpad. For larger areas, a single-disc ma­
chine and cleaning pad can also be used. Then remove 
the loosened dirt with plenty of water (if necessary with a 
wet vacuum cleaner) and wipe with plenty of clean wa­
ter.

Store in a cool, dry and free from frost place and protect 
from strong temperature fluctuations. Seal tight the 
opened container. Do not allow the cleaner to dry out!

u

Do not use at temperatures below 5 °C or above 25 °C.u

Best processed at low humidity (approx. 65%) and nor­
mal room temperatures (18 – 25 °C). High temperatures 
and low humidity shorten the drying time.

u

Test on an inconspicuous area before applying all over.u

The concentration of the cleaner must be adapted to the 
degree of soiling and diluted if necessary.

u

Check the compatibility with the covering material (espe­
cially with natural stone) before application.

u

Depending on the cleaner, sensitive surfaces such as 
plastics, lacquers and anodised surfaces may need to 
be protected by covering or taping.

u

The above information is based on our experience and careful investigations. The variety of associated materials and different construction and working conditions cannot be 
individually checked or influenced by us. The quality of your work depends, therefore, on your own professional judgement and product usage. If in doubt, conduct a small test 
or obtain technical advice. Observe the installation recommendations of the covering manufacturer. The publication of this datasheet invalidates all previous Information. The 
respective updated version of this datasheet can be found on our website: www.codex-x.com | 06/2026

CODEX PURE ENERGY

https://int.codex-x.com

